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SILICON PLANAR ZENER DIODES
MM3Z22V0~MM3Z75-AH

PINNING SOD-323
PIN DESCRIPTION
1 Cathode PLASTIC PACKAGE
2 Anode
B /
; X N 1 2

Top View

FEATURES

Total power dissipation : max. 300 mW

Small plastic package suitable for surface mounted design
Tolerence approximately +5%

AEC-Q101 Qualified

Halogen and Antimony Free(HAF), RoHS compliant

ABSOLUTE MAXIMUM RATINGS (T, = 25°C)

PARAMETER SYMBOL VALUE UNIT
Power Dissipation P 300 mwW
Operating Junction Temperature Range T, -40 to 150 °C
Storage Temperature Range Teo -55 to 150 °C

THERMAL CHARACTERISTICS (T, = 25°C)

PARAMETER SYMBOL MAX UNIT
Thermal Resistance Junction to Ambient Air Roa 417 °C/IW
Forward Voltage at | =10mA vV, 0.9 v

ELECTRICAL CHARACTERISTICS (T ,=25°C)

ZENNER VOLTAGE RANGE Y | DYNAMIC IMPEDANCE REVERSE LEAKAGE
MARKING CURRENT
TYPE CODE V snom Vo atl,, Z, atl, Iy atVv,

(V) (V) (mA) Max. () (mA) Max. (pA) v)
MM3Z2V0 BO 2.0 1.8~2.15 5 100 5 120 0.5
MM3Z2Vv2 Cco 2.2 2.06~2.33 5 100 5 120 0.7
MM3Z2V4 1C 2.4 2.28~2.56 5 100 5 120 1
MM3Z2V7 1D 2.7 2.5~2.9 5 110 5 150 1
MM3z3V0 1E 3.0 2.8~3.2 5 120 5 50 1
MM3Z3V3 1F 3.3 3.1~-35 5 130 5 20 1
MM3Z3V6 1H 3.6 3.4~3.8 5 130 5 10 1
MM3Z3V9 1J 3.9 3.7-4.1 5 130 5 5 1
MM3Z24V3 1K 4.3 4~4.6 5 130 5 5 1
MM3z4V7 iM 4.7 4.4~5 5 130 5 2 1
MM3z5V1 1N 5.1 4.8~5.4 5 130 5 2 15
MM3Z5V6 1P 5.6 5.2~6 5 80 5 1 2.5
MM3z6V2 1R 6.2 5.8~6.6 5 50 5 1 3
MM3Z6V8 1X 6.8 6.4~7.2 5 30 5 0.5 35
MM3Z7V5 1Y 7.5 7~7.9 5 30 5 0.5 4
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ZENNER VOLTAGE RANGE Y | DYNAMIC IMPEDANCE REVERSE LEAKAGE
MARKING CURRENT
TYPE CODE Vsom Vo atl, Z, atl, I atVv,
V) (V) (mA) Max. (Q) (mA) Max. (uHA) V)
MM3z8V2 1z 8.2 7.7-8.7 5 30 5 0.5 5
MM3Z9V1 2A 9.1 8.5~9.6 5 30 5 0.5 6
MM3Z10 2B 10 9.4~10.6 5 30 5 0.1 7
MM3Z11 2C 11 10.4~11.6 5 30 5 0.1 8
MM3Z12 2D 12 11.4~12.7 5 35 5 0.1 9
MM3Z13 2E 13 12.4~14.1 5 35 5 0.1 10
MM3Z15 2F 15 13.8~15.6 5 40 5 0.1 11
MM3Z16 2H 16 15.3~17.1 5 40 5 0.1 12
MM3Z18 2] 18 16.8~19.1 5 45 5 0.1 13
MM3Z20 2K 20 18.8~21.2 5 50 5 0.1 15
MM3Z22 2M 22 20.8~23.3 5 55 5 0.1 17
MM3Z24 2N 24 22.8~25.6 5 60 5 0.1 19
MM3z27 2P 27 25.1~28.9 2 70 2 0.1 21
MM3Z30 2R 30 28~32 2 80 2 0.1 23
MM3Z33 2X 33 31~35 2 80 2 0.1 25
MM3Z36 2Y 36 34~38 2 90 2 0.1 27
MM3Z39 2Z 39 37~41 2 100 2 0.1 30
MM3z43 3A 43 40~46 2 130 2 0.1 33
MM3z47 3B 47 44~50 2 150 2 0.1 36
MM3Z51 3C 51 48~54 2 180 2 0.1 39
MM3Z56 3D 56 52~60 2 200 2 0.1 43
MM3Z262 3E 62 58~66 2 215 2 0.1 47
MM3Z68 3F 68 64~72 2 240 2 0.1 52
MM3Z75 3H 75 70~79 2 265 2 0.1 56
MV, is tested with pulse(20ms)
Breakdown characteristics
T = constant (pulsed)
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CHARACTFRISTIC CILIRVFS
Breakdown characteristics
Tj = constant (pulsed)
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PACKAGFE OUTLINE AND DIMENSIONS
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UNIT A be C D E He
mm 1.10 0.40 0.15 1.80 1.35 2.80
0.80 0.25 0.10 1.60 1.15 2.30
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Customer Notes:

Component Disposal Instructions

1. CDIL Semiconductor Devices are RoHS compliant, customers are requested to please dispose as per
prevailing Environmental Legislation of their Country.

2. In Europe, please dispose as per EU Directive 2002/96/EC on Waste Electrical and Electronic Equipment
(WEEE).

DICLAIMER

The product information and the selection guides facilitate selection of the CDIL's Semiconductor Device(s)
best suited for application in your product(s) as per your requirement. It is recommended that you
completely review our Data Sheet(s) so as to confirm that the Device(s) meet functionality parameters for
your application. The information furnished in the Data Sheet and on the CDIL Web Site/CD is believed to be
accurate and reliable. CDIL however, does not assume responsibility for inaccuracies or incomplete
information. Furthermore, CDIL does not assume liability whatsoever, arising out of the application or use of
any CDIL product; neither does it convey any license under its patent rights nor rights of others. These
products are not designed for use in life saving/support appliances or systems. CDIL customers selling these
products (either as individual Semiconductor Devices or incorporated in their end products), in any life
saving/support appliances or systems or applications do so at their own risk and CDIL will not be responsible

for any damages resulting from such sale(s).

CDIL Is a registered Trademark ot
Continental Device India Pvt. Limited
C-120 Naraina Industrial Area, New Delhi 110 028, India.
Telephone + 91-11-2579 6150, 4141 1112 Fax + 91-11-2579 5290, 4141 1119
email@cdil.com  www.cdil.com
CIN No. U32109DL1964PTC004291
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