
DATA SHEET
LEADED POWER RESISTORS

BWL0614 – MOULDED current sensors
1.5 W
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Specification

Type BWL 0614

Style  0614

Power rating P70
W 1,5

Resistance range Ω 0R005, 0R01, 0R015, 0R022, 0R033, 0R047, 0R062

E-series E 12

Tolerance % ± 1, ± 5

Temperature coefficient 10-6 ∗ K-1 < 200 (depends on value)

max. cont. working voltage VRMS

Insulation voltage (1min.) VRMS 1000

Insulation resistance Ω > 104M

Derating linear °C 70 ... 175 (0W)

Climatic category 55/175/56

Temperature range °C -55 ... 175

Thermal resistance KW-1 74 (average)

Endurance (P70, 1000h) % <_ 0,5

Damp heat, steady state (40°C, 93% r.h., 56d) % <_ 0,5

Climatic sequence % <_ 1,0

Resistance to soldering heat (260°C, 10s) % <_ 0,2 typ.

Solderability s 2,5, Flowtime, solderglobule test, IEC 60068-2-20-T

Terminal strength % ± 1,0

Terminal tensile strength N 40

Marking printed in clear
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Series BWL

Low Ohmic Power resistor
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Dimensions in mm:

Packaging: Type Packaging Pieces Pack.-Code

BWL 0614 taped/Ammopack 1000pcs. T

Ordering example: BWL 0614 5 T        0R01
Type Tolerance Pack.-Code R-Value

Yageo Europe GmbH   Ramskamp 70   D-25337 Elmshorn Germany   Ph.: +49 4121 870-0   F.: +49 4121 870-297
File: BWL_E101 (04) 28.04.03 Page 2 of 2

Series BWL

Low Ohmic Power resistor


